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KEY NOTES 0 INSTALL 2" (IN) RIGID PVC CONDUIT SCHEDULE 40. 

0 INSTALL A 2.375" (IN) STAINLESS STEEL DRAIN SCREEN IN THE SUMP; SEE SCREEN DETAIL - SHEET 2. 

0 INSTALL A 2.375" (IN) STAINLESS STEEL DRAIN SCREEN AT THE OUTLET; SEE SCREEN DETAIL - SHEET 2. 

0 INSTALL 2" (IN) RIGID PVC CONDUIT SCHEDULE 40 - THROUGH THE WALL TO DAYLIGHT. 

0 INSTALL A 2.375" (IN) STAINLESS STEEL DRAIN SCREEN AT THE INLET; SEE DETAIL "C" - SHEET 2. 

~ GROUT HOLE PER STANDARD SPECIFICATION 8-20.3(6). CONTRACTOR SHALL BORE EXISTING HOLE 
LARGER WHEN REQUIRED. 

FIELD BORE 3" (IN) DIAM. HOLE. GROUT HOLE PER STANDARD SPECIFICATION 8-20.3(6). 

SIDE ENTRANCE RETROFIT SHALL BE USED ONLY IN LOCATIONS WHERE REQUIRED MINIMUM SLOPE 
TO OUTLET CANNOT BE REACHED. 

0 SMALL CABLE VAULT DETAILED IN THIS DRAWING. CABLE VAULT AND PULL BOX ARE SIMILAR. 

~ INVERT ELEVATION AT VAULT BOTIOM - 0" (IN) TO 1/8" (IN). 

~ INSTALL 4" STREAMBED COBBLES PER STANDARD SPECIFICATION 9-03.11(2) AT THE OUTFALL. 

~ RESEED GRASS AFTER PIPE INSTALLATION PER STANDARD SPECIFICATION 8-01.3(2). 
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